Note: Follow steps 1 - 5 to set both ALARM 1 and ALARM 2.
Note: If no settings are made within 30 seconds, the clock will exit the setting
mode and automatically return to the normal time display mode. If this happens,
you will need to start the setting procedure again from step 1.
ACTIVATING THE ALARM ON/OFF

The words “MIN” will be shown above the temperature indicating the
temperature shown is the minimum temperature recorded.
3. Press the MIN/MAX button again to return to the current temperature display
4. To clear the maximum and minimum temperature records, press and hold the
MIN/MAX button for 3 seconds until you hear a beep.

1. The turn the alarm on press either the ALARM 1 ON / OFF or ALARM 2
ON / OFF button located on the front of the clock. According to which alarm
on/off (1 or 2) is activated, the ALARM ON “
” or “
” indicators will
appear on the digital display indicating the alarm is activated.

LOW BATTERIES

2. To turn the alarm off, press either the ALARM 1 ON / OFF or ALARM 2
ON / OFF button located on the front of the clock.The ALARM ON indicator
will no longer be shown on the display indicating the alarm is deactivated.

When the low battery indicator “
” is shown on the display below the channel
indicator, it indicates that it is time to replace the batteries in the sensor.

USING THE SNOOZE
To use the snooze, press down on the SNOOZE/LIGHT bar located on the top of
the clock when the alarm is sounding. The alarm will be silenced temporarily, but
will resume sounding after 5 minutes.

If the digital LCD display becomes dim, it indicates that it time to replace the
batteries in the clock.

USING THE TABLE STAND
The clock has a built in folding stand so the clock can be used on a desktop.
Gently open the fold out stand and place the clock on a desktop as shown in the
illustration below.

USING THE BACKLIGHT
Press SNOOZE/LIGHT bar located on the top of the clock to activate the display
backlight. The backlight will stay on for 5 seconds each time the
SNOOZE/LIGHT bar is pressed.
SWITCHING BETWEEN 12 & 24 HOUR TIME MODES
Press the TIME/CALENDAR & 12/24 button to switch between the 12 and 24
hour formats.
SWITCHING BETWEEN °C AND °F TEMPERATURE FORMATS
Press the °C and °F button to switch between °C and °F temperature formats.
OUTDOOR TEMPERATURE WIRELESS SENSOR
The wireless sensor should be placed outdoors within 90 feet (30 meters) of the
clock. It should also be placed outdoors in an area where it will be protected from
direct rain and / or direct sunlight. You may choose to mount the wireless sensor
on a wall using the mounting bracket (included) as shown in the diagram below.

RESET PROCEDURE
In case of malfunction, the unit may be required to be reset. The RESET button
is located on the back of the clock. Using a pin or paper clip press and hold the
RESET button for 5 seconds to return all values to their default settings.
FCC Remarks:
This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:
(1) This device may not cause harmful interference, and (2) This device must
accept any interference received, including interference that may cause
undesired operation.
Warning: Changes or modifications to this unit not expressly approved by the
party responsible for compliance could void the user's authority to operate the
equipment.
NOTE: This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.

Attach the bracket to
a wall using screws

Insert the sensor
into the mounting bracket

The wireless sensor can also be used to sit on a table by using the fold out stand
that is built into the mounting bracket. Simply fold out the stand as shown in the
diagram below.

However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the
following measures:
- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.
- Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.
- Consult the dealer or an experienced radio/TV technician for help.
CARE OF YOUR CLOCK
1. Store the clock without batteries when not in use.

SETTING THE CHANNEL FOR THE OUTDOOR
TEMPERATURE SENSOR
The clock and wireless sensor must be set to the same channel to display the
temperature information. The sensor is set to channel 1 by default.
1. To set the channel on the clock, press the CHANNEL button located on the
front of the clock to select a channel 1, 2 or 3.
2. To receive information from the wireless sensor, press and hold the SEARCH
button for 3 seconds until you hear a beep. The clock will receive temperature
information in approximately 5 - 10 seconds.
Trouble shooting: If no temperature information is not shown on the digital
display, try the following solutions.
1. Replace the batteries in the sensor
2. Relocate the clock or sensor (the sensor must be within 90 feet of the clock.
3. You may have other electronic equipment such as wireless computer
keyboard or mouse that may interfere with the temperature sensor channel
frequency. It is recommend to change the channel frequency on the sensor
and clock. There is a small channel switch located inside the sensors battery
compartment. Adjust the switch to a different channel. Take note of which
channel the sensor is set to. The clock will need to be set to the same channel
in order to receive temperature information from the sensor.
MIN / MAX TEMPERATURE RECORDS
1. Press the MIN/MAX button located on the front of the clock to display the
maximum temperature record. The words “MAX” will be shown above the
temperature indicating the temperature shown is the maximum temperature
recorded.
2. Press the MIN/MAX button again to display the minimum temperature record.

2. A soft cloth or paper towel may be used to clean your clock. Do not use
corrosive cleanser or chemical solutions on the clock. Keep the clock clean
and dry to avoid any problems.
3. Avoid putting the clock in a highly humid environment such as poolside or in
a bathroom.
4. Do not expose the clock to direct sunlight, extreme hot or cold temperatures.
ONE-YEAR LIMITED WARRANTY
NYL Holdings LLC warrants the original consumer purchaser of this product that
it shall be free of defects in materials and workmanship for one year from the
purchase date of this product. Defects caused by tampering, improper use,
unauthorized modifications or repairs, immersion in water or abuse are not
covered by this warranty. If a defect covered by this warranty occurs during the
warranty period, package your clock carefully and send it to the following
address:
Att: Repair center
NYL Holdings LLC
1212 East Broward Blvd. Suite 203
Fort Lauderdale, FL 33301
(954) 462-6848
1-877-378-7154
You must include a Proof of Purchase, either the original receipt or a
photocopy and a check or money order for USD $9.95 to cover the cost of
shipping and handling. Also include your return address inside the package. NYL
Holdings LLC will repair or replace the clock and return it to you. NYL Holdings
LLC will not be liable for any loss or damages, including incidental or consequential damages of any kind: from any breach of warranty either expressed or
implied relating to the product. Since some states do not allow the exclusion or
limitation of incidental or consequential damages, these limitations may not apply
to you. This warranty gives you specific legal rights, and you may have other
rights that vary from state to state.
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